TECNO60 (i) TECNOINOX

Base unit for an electric convention

oven with 1 grid and 1 tray - suitable
126048 BF70E for top elements (2x35 cm) or (1x70

cm) only

¢ Stainless steel control panel and side panels.
e ¢ Module coupling system with external side joints.

TECNOINOX Srl reserves the right to make changes at any time without prior notice.
tecnoinox.it
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TECHNICAL DATA

TOTAL POWER
FREQUENCY
OVEN POWER
COOKING CHAMBER DIMENSIONS
TIMER

FOOT HEIGHT

IPX RATING
DEPTH

PACKAGE WIDTH
PACKAGE HEIGHT
GROSS WEIGHT

25/10/2026(EN)

2,5 kW
50/60 Hz
2,5kW
46X41,5X32 cm
0-50 min
155 mm
3

65cm
76 cm
89cm
56,2 kg

TECNOINOX Srl reserves the right to make changes at any time without prior notice.
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ELECTRIC POWER
VOLTAGE

TRAY CAPACITY
OVEN TEMPERATURE RANGE
OVEN TYPE

FOOT ADJUSTMENT
WIDTH

HEIGHT

PACKAGE DEPTH
NET WEIGHT
VOLUME

€ TECNOINOX

2,5 kW
220-240 ~V
n° 4X(440X380)
0+275°C
CONVECTION
155/250 mm
70cm

65,4 cm
75cm

48,2 kg

0,51 m?

2/3



S0110

INSTALLATION DIAGRAMS
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Al = Entrata cavo elettrico | Power supply cable inlet | Netzkabeleingang | Bxog anektponposopa | Entrite ceble itlectrique | Entrada cable eliictrico.

Fig.1| Abb.1 | puc.1 - 5415.678.00 ‘

25/10/2026(EN) TECNOINOX Srl reserves the right to make changes at any time without prior notice.

tecnoinox.it

3/3



