
136035 DBM35E0
GN1/1 electric Bainmarie (Drop-in 
version)

Electric drop-in bain-marie GN1/1 (35 x 60 x 26.6 cm).
Drop-ins are appliances inserted into worktops of different non-
flammable materials. Modules can rest on the worktop or be 
installed flush the worktop.
Stainless steel control panel.
Bain-marie maintains food temperature and melts delicate solid 
food, such as chocolate, butter, and lard.
AISI 304 deep drawn tank (16 cm H) with rounded corners 
seamlessly welded to an AISI 304 stainless steel top, Scotch Brite 
finish.
Heating through Incoloy armoured heating elements outside the 
tank.
Thermostatic control 0-30-60-90°C.
Safety thermostat to protect the tank against ignition without 
water or excessive evaporation.
Manual water filling.
Draining with a tap on the tank bottom.

DROP-IN
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TECHNICAL DATA

TOTAL POWER 1,3 kW ELECTRIC POWER 1,3 kW
FREQUENCY 50/60 Hz VOLTAGE 230 ~ V
TEMPERATURE RANGE 0÷90 °C TANK CAPACITY GN1/1
TANK DIMENSIONS 30,5X51X16,5 cm TANK TYPE AISI 304
IPX RATING 3 WIDTH 35 cm
DEPTH 60 cm HEIGHT 26,6 cm
PACKAGE WIDTH 71 cm PACKAGE DEPTH 41 cm
PACKAGE HEIGHT 53 cm NET WEIGHT 10 kg
GROSS WEIGHT 15 kg VOLUME 0,15 m³

ACCESSORIES

120580 BAINMARIE FALSE BOTTOM (GN1/1)
120650 LID (GN1/1)
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INSTALLATION DIAGRAMS

S0108
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SEE DET. A

INGRESSO CAVO ELETTRICO
ELECTRIC CABLE INLET

EQUIPOTENZIALE
EQUIPOTENTIAL
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DIMENSIONE FORO PER PANNELLO COMANDI
 HOLE SIZE FOR CONTROL PANEL
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590
(640 DPIN35E)

340 (A)
690 (B)

Standard installation

A

B

MIN
50 mm

MAX
110 mm
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SOLUTION 1 SOLUTION 2 SOLUTION 3 (only DL_ & DCP_)

TOP DROP-IN FRONT PANEL

50
110

min(**)
max

TOP DROP-IN FRONT PANEL

110 + (*)

(*) 
dipende dal modello
variable from models

(**) 110 mm
per modelli DBM_
for DBM_ models



Fixing Type 2 & 3

Fixing Type 1



SIDE INSTALLATION
KIT INCLUDED

Side installation



50÷110 mm
Standard installation
50÷110 mm

MIN 100 mm Standard installation

MIN 40 mm

MIN
50 mm

Isolante ignifugo
Fire resistant insulation

Acciaio inox o materiale non infiammabile
Stainless steel or non-flammable material


