
136039 DL35 Drop-in sink

Electric drop-in sink (35 x 60 x 24.1 cm).
AISI 304 stainless steel deep drawn tank (29 x 40 x 20H) 
seamlessly welded to the AISI 304 stainless steel worktop with 
Scotch Brite finish.
Mixer valve and overflow included.

DROP-IN
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TECHNICAL DATA

TANK CAPACITY 23LT TANK DIMENSIONS 29X40X20 cm
WATER CONNECTION DIAMETER 1/2" DRAIN DIAMETER 1" 1/2
WIDTH 35 cm DEPTH 60 cm
HEIGHT 24,1 cm PACKAGE WIDTH 71,0 cm
PACKAGE DEPTH 41,0 cm PACKAGE HEIGHT 53,0 cm
NET WEIGHT 5,3 kg GROSS WEIGHT 8,8 kg
VOLUME 0,1500 m³
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INSTALLATION DIAGRAMS
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SOLUTION 1 SOLUTION 2 SOLUTION 3 (only DL_ & DCP_)

TOP DROP-IN FRONT PANEL

50
110

min(**)
max

TOP DROP-IN FRONT PANEL

110 + (*)

(*) 
dipende dal modello
variable from models

(**) 110 mm
per modelli DBM_
for DBM_ models



Fixing Type 2 & 3

Fixing Type 1



SIDE INSTALLATION
KIT INCLUDED

Side installation



50÷110 mm
Standard installation
50÷110 mm

MIN 100 mm Standard installation

MIN 40 mm

MIN
50 mm

Isolante ignifugo
Fire resistant insulation

Acciaio inox o materiale non infiammabile
Stainless steel or non-flammable material


