
136041 DPIN35E
Induction boiling top (Drop-in 
version)

Electric induction drop-in (35 x 65 x 29.5 cm) with 2 independent 
cooking zones (3.5 kW each).
Drop-ins are appliances inserted into worktops of different non-
flammable materials. Modules can rest on the worktop or be 
installed flush the worktop.
Stainless steel control panel.
Glass ceramic boiling top (6 mm thick) hermetically sealed to the 
AISI 304 top for maximum hygiene and ease of cleaning.
Power regulator 0-6-infinite.
Increased heating speed compared to other cook top types.
Heating is enabled only when in contact with the pan, saving 
energy and reducing overheating.
Inductor fitted with an air intake filter.
LED light for detecting pans and signalling operation and errors.
To optimise efficiency, use high-quality induction boiling pans with 
a base diameter ranging between 12 cm and 28 cm.

DROP-IN
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TECHNICAL DATA

TOTAL POWER 7 kW ELECTRIC POWER 7 kW
FREQUENCY 50/60 Hz VOLTAGE 400 3 ~ V
COOKING ZONE POWER 2X3,5 n°- kW NUMBER OF COOKING ZONES n° 2
WIDTH 35 cm DEPTH 65 cm
HEIGHT 29,5 cm PACKAGE WIDTH 81 cm
PACKAGE DEPTH 48 cm PACKAGE HEIGHT 56 cm
NET WEIGHT 23 kg GROSS WEIGHT 29,5 kg
VOLUME 0,21 m³

S0108

25/10/2026(EN) TECNOINOX Srl reserves the right to make changes at any time without prior notice. 2/3
tecnoinox.it



INSTALLATION DIAGRAMS

S0108
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** 190×120
HOLE SIZE FROM FRONT
TAMAÑO DEL AGUJERO DELANTE
TROU TAILLE DE L'AVANT
LOCHGRÖßE VON VORNE
FORATURA SUL FRONTALE

 MIN 120 mm
 MAX 220 mm

B

INLET AIR
ENTRADA DE AIRE
AIR D'ENTRÉE
INLET AIR
ENTRATA ARIA * 340×640

HOLE SIZE FROM TOP
TAMAÑO DEL AGUJERO DESDE ARRIBA
TROU TAILLE DE HAUT
LOCHGRÖSSE VON OBEN
FORATURA SUL PIANO

L ~1200 mm

SC: 1.000
DET. B

EQUIPOTENTIAL
EQUIPOTENCIAL
ÉQUIPOTENTIEL

POTENTIALAUSGLEICH
EQUIPOTENZIALE

ELECTRIC CABLE INLET
ENTRADA DE CABLE ELÉCTRICO
ENTRÉE DE CÂBLE ÉLECTRIQUE
ELEKTRISCHER KABELEINGANG
INGRESSO CAVO ELETTRICO



590
(640 DPIN35E)

340 (A)
690 (B)

Standard installation

A

B

MIN
50 mm

MAX
110 mm

5415.912.00

SOLUTION 1 SOLUTION 2 SOLUTION 3 (only DL_ & DCP_)

TOP DROP-IN FRONT PANEL

50
110

min(**)
max

TOP DROP-IN FRONT PANEL

110 + (*)

(*) 
dipende dal modello
variable from models

(**) 110 mm
per modelli DBM_
for DBM_ models



Fixing Type 2 & 3

Fixing Type 1



SIDE INSTALLATION
KIT INCLUDED

Side installation



50÷110 mm
Standard installation
50÷110 mm

MIN 100 mm Standard installation

MIN 40 mm

MIN
50 mm

Isolante ignifugo
Fire resistant insulation

Acciaio inox o materiale non infiammabile
Stainless steel or non-flammable material


