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Tecno90 freestanding worktop on
open cabinet - dim. cm 80x90x90h

» Freestanding neutral worktop on an open cabinet (80 cm).

o AISI 304 stainless steel worktop (20/10 thick) and Scotch Brite
finish with internal side-by-side joining system.

o AISI 304 stainless steel front panel and side panels.

e Setup for installing a water tap.

¢ AISI 304 stainless steel height-adjustable feet (133/195 mm).

TECNOINOX Srl reserves the right to make changes at any time without prior notice.
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TECHNICAL DATA

DRAWERS
WIDTH

HEIGHT
PACKAGE DEPTH
NET WEIGHT
VOLUME

n°0 CABINET DIMENSIONS
80cm DEPTH

90 cm PACKAGE WIDTH
100,0 cm PACKAGE HEIGHT

56 kg GROSS WEIGHT

0,97 m?

ACCESSORIES

116055
319002
319010
319072
399502
399516
399529
399530
399573

25/10/2026(EN)

HEATING ELEMENT FOR CABINET V230/1 - 50/60 HZ - 1.3 KW - DIM. CM (32X54X9.5H)
STAINLESS STEEL RIGHT/LEFT DOOR FOR TECNO74, TECNO90, MOSAICO74, MOSAIC0O90
REAR COVERING PANEL FOR CABINET (L=80CM)

RECESSED HYGIENIC H2 COMPARTMENT FOR CABINET DIM. 80CM TECNO90

GRID GUIDE KIT (GN1/1) ONLY FOR NEUTRAL COMPARTMENTS

ADJUSTABLE WATER TAP

WHEEL KIT (2 WITH BRAKES)

SIDE COVERING PANEL FOR A 1-MODULE CABINET

PAIR OF CLOSING ELEMENTS FOR BASES AND WORKTOPS (L=90CM)

TECNOINOX Srl reserves the right to make changes at any time without prior notice.
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77X76,1X39,5 cm
90 cm

86,0 cm

113cm

69 kg
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INSTALLATION DIAGRAMS
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