
616034 FR70E7
Double tank 8+8l electric fryer  with 
in-tank heat exchangers(top 
version) - baskets and lids included

Stainless steel control panel, side and back panels.
Module coupling system with external side joints.
Operating thermostat ranging between 100°C and 190°C below oil 
smoke point.
Bulb thermostats immersed in oil are more efficient in sensing the 
temperature inside the tank, promptly adjusting the oil to the 
desired temperature, minimising smoke points, and prolonging the 
oil life.
A safety thermostat triggers in case of abnormal operation.
Green light indicating voltage presence.
Orange light indicating that the heating elements are heating up.
Technical compartment for easy connection to the electrical 
network.
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TECHNICAL DATA

TOTAL POWER 12 kW ELECTRIC POWER 12 kW
FREQUENCY 50/60 Hz VOLTAGE 400 3N ~ V
TEMPERATURE RANGE 100÷190 °C TANK CAPACITY 8LT+8LT
TANK DIMENSIONS 22,7X34X22,5 cm HEATING HEATING ELEMENTS IN THE TANK
TANK TYPE AISI 304 TANKS n° 2
FOOT HEIGHT 15 mm FOOT ADJUSTMENT 15/25 mm
IPX RATING 4 WIDTH 70 cm
DEPTH 70 cm HEIGHT 28 cm
PACKAGE WIDTH 77,0 cm PACKAGE DEPTH 81,0 cm
PACKAGE HEIGHT 53,0 cm NET WEIGHT 30,4 kg
GROSS WEIGHT 37,8 kg VOLUME 0,3300 m³

ACCESSORIES

120575 EXTRA FRYER BASKET (8L) - DIM. CM (21X26.5X10.5H)
120690 2 EXTRA FRYER BASKETS (8L) - DIM. CM (10.5X26.5X10.5H)
220585 JOINT
220650 2 EXTRA FRYER BASKETS (8+8/13/14L) - DIM. CM (10.5X29.5X12H)
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INSTALLATION DIAGRAMS
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