TECNO70 (i) TECNOINOX

Freestanding single tank 14 |
electric fryer with in-tank tilting
616101 FRSD35E7 heating elements and electronic
control on closed cabinet - baskets,
lids and oil draining tank included

e Electric fryer (14 1) with electronic control on a closed cabinet (35
cm).

¢ Stainless steel control panel, side and back panels.

¢ Module coupling system with external side joints.

¢ The electronic control allows for greater precision between the set
temperature and temperature in the tank.

e Cooking programmes can be saved, thus creating standardised
recipes.

¢ The Melting programme enables solid fats like butter, lard, and
stored frying oils to melt without the risk of burning.

o AISI 304 deep drawn tank with rounded corners seamlessly
welded to an AISI 304 worktop, Scotch Brite finish.

\ ¢ Rounded internal profile of the tank to facilitate cleaning,
complying with hygiene standards.

e Heating through AISI 304 stainless steel tilting armoured heating
elements for easy cleaning of the tank.

e Operating thermostat ranging between 100°C and 190°C below oil
smoke point.

¢ Bulb thermostats immersed in oil are more efficient in sensing the
temperature inside the tank, promptly adjusting the oil to the
desired temperature, minimising smoke points, and prolonging the
oil life.

o A safety thermostat triggers in case of abnormal operation.

o Basket support fixed to the tilting device.

¢ Draining on the tank bottom.

o AISI 304 stainless steel height-adjustable feet (133/195 mm).

¢ Tank with a basket, a lid, and a filter for collecting oil inside a
closed compartment included.

¢ Technical compartment for easy connection to the electrical
network.
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S0125 € TECNOINOX

TECHNICAL DATA

TOTAL POWER 10,8 kW ELECTRIC POWER 10,8 kW
FREQUENCY 50/60 Hz VOLTAGE 400 3N ~V
TEMPERATURE RANGE 100+190 °C TANK CAPACITY 14LT

TANK DIMENSIONS 25X49,5X29 cm HEATING HEATING ELEMENTS IN THE TANK
TANK TYPE AlSI 304 TANKS n°1

FOOT HEIGHT 155 mm FOOT ADJUSTMENT 155/250 mm
IPX RATING 4 WIDTH 35cm
DEPTH 70cm HEIGHT 85cm
PACKAGE WIDTH 81cm PACKAGE DEPTH 47 cm
PACKAGE HEIGHT 115¢cm NET WEIGHT 40 kg
GROSS WEIGHT 48,6 kg VOLUME 0,44 m?

ACCESSORIES

220585 JOINT

220620 EXTRA FRYER BASKET (13 AND 14L) - DIM. CM (21.5X29.5X12H)

220650 2 EXTRA FRYER BASKETS (8+8/13/14L) - DIM. CM (10.5X29.5X12H)

220722 COVERING PANEL FOR FREESTANDING ELEMENTS (50MM)

220750 EXTRA OIL COLLECTION TANK FOR FRYERS (14L)

25/10/2026(EN) TECNOINOX Srl reserves the right to make changes at any time without prior notice. 2/3

tecnoinox.it



S0125 € TECNOINOX

INSTALLATION DIAGRAMS
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