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Freestanding electric multi-purpose
bratt pan 28l with duplex tank
bottom and electronic control on
open cabinet

¢ AISI 304 stainless steel worktop and Scotch Brite finish with
internal side-by-side joining system.

e AISI 304 stainless steel control panel and side panels.

¢ Freestanding multi-purpose electric bratt pan 28 L with electronic
control on an open cabinet (80 cm).
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S0130 € TECNOINOX

TECHNICAL DATA

TOTAL POWER 9 kw ELECTRIC POWER 9 kw

FREQUENCY 50/60 Hz VOLTAGE 400 3N ~V
TEMPERATURE RANGE 50+320°C TANK CAPACITY 28LT

TANK DIMENSIONS 67,2X57X10,2 cm TANK BOTTOM THICKNESS 3(AISI316)+12(FE510) mm
DRAINING THE TANK DRAIN IN THE TANK WIDTH 80cm

DEPTH 70 cm HEIGHT 90 cm

PACKAGE WIDTH 86.cm PACKAGE DEPTH 81cm

PACKAGE HEIGHT 114,0 cm NET WEIGHT 62 kg

GROSS WEIGHT 82 kg VOLUME 0,7900 m*

ACCESSORIES

319002 STAINLESS STEEL RIGHT/LEFT DOOR FOR TECNO74, TECNO90, MOSAICO74, MOSAICO90

719005 TECNO74 REAR COVERING PANEL FOR FREESTANDING ELEMENTS (L=80CM)

799503 SIDE COVERING PANEL FOR FREESTANDING MODULE

799506 PAIR OF CLOSING ELEMENTS (L=70CM)
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INSTALLATION DIAGRAMS
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